Parts and Tools:
This isn’t a one-trip-to-the-hardware-store type of project, but for reference here’s a list of parts and recommended tools. 
Tools:
Here’re the tools I recommend having (ie, what I used). This is just a general guideline though, if you don’t have one, you may be able to substitute a hand version or something else.
A good power drill – Good because you’re going to be using it for EVERYTHING
Lots of drill bits
A 2” hole saw
Hot glue gun
A sturdy utility knife with disposable blades
Dremel w/ sanding and cutoff wheels
[bookmark: _GoBack]Files – At least a course wood file with a rounded side and and a finer metal file
Chop Saw – A bandsaw should do
Jig Saw – A coping saw will do, but it will SUCK. A scroll or band saw might work.
Hack Saw
C-Clamps
Large channel lock pliers – At least 1½” capacity, having 2 pairs is handy
A large pipe wrench – Big enough to fit a 2” coupler, useful for getting a stuck endcap off.
Materials:
I’d recommend focusing on one section at a time rather than trying to get everything in one hardware store run, but here’s a parts list if you want to try.
~5ft - 2” Sch 40 PVC pipe
1 – 2” coupler – a long one preferably
1 – 2” smooth to female threaded coupler
1 – 2” end cap – you might want to get two in case you ruin one
1 – 1¼” coupler
1 – 3/4” female to 1/4" male coupler (unthreaded)
~20 – #10 machine screws and nuts (threads per inch doesn’t matter)
1 – Roll of teflon tape
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